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b r a n d - r e X  c o p p e r  c o n n e c t i V i t y  -  g i g a p l u S  m o d u l e S

PRODUCT DESCRIPTION:
gigaplus Slimline Shuttered modules offer 
true category 5e component performance 
and are fully compatible with brand-rex uK and 
continental uni style faceplates and products, 
and are suitable for applications where internal 
back box space is limited.  each jack is supplied 
with a shortform installation instruction and a 
cable tie to attach the cable to the cable anchor.  
modules are supplied with a colour code 
wiring label.

PRODUCT CHARACTERISTICS:
Outlet Style: Shielded / Unshielded
 Keystone type with   
 unkeyed rJ-45 ports
cable entry: rear and top
colour: black or White
body material: High impact 
 abS ul94 - Vo
Jack contacts: phosphor bronze
plating: 50 µm gold over   
 100 µm of nickel
punch down blocks: universal idc
idc contacts: phosphor bronze
Wiring Standard: EIA/TIA 568B
Conformance: ISO/IEC 11801 : 2002,
 ANSI/EIA/TIA 568B.2 : 2002
  en50173-1 : 2002

Brand-Rex Copper Connectivity - GigaPlus Modules
category 5e Slimline Shuttered modules - Shielded and unshielded

Unshielded Shielded

Product Part Numbering

50mm x 25mm Slimline Shuttered module - White

50mm x 25mm Slimline Shuttered module - black

38mm x 25mm Slimline Shuttered module - White

38mm x 25mm Slimline Shuttered module - black

50mm x 25mm angled Slimline Shuttered module - White

50mm x 25mm angled Slimline Shuttered module - black

gpcSl062ub03

gpcSl062ub02

gpcSl06cub03

gpcSl06cub02

gpcSla62ub03

gpcSla62ub02

gpcSl062Sb03

gpcSl062Sb02

gpcSl06cSb03

gpcSl06cSb02

gpcSla62Sb03

gpcSla62Sb02


