
Model 1TG2-1500 1TG2-3000 1T10G-1000

RJ 45 test port: 10/100/1000BASE-T ⚫ x2 ⚫ x2

Fiber SFP test port: 100/1000BASE-X ⚫ x2 ⚫ x2

Wi-Fi radio: 802.11 a/b/g/n/ac 2.4/5GHz ⚫

Non-802.11 detection/identification/location ⚫

RJ 45 test port: 100/1000/10GBASE-T ⚫

Fiber SFP+ test port: 1000BASE-X /10GBASE-SRLR ⚫

RJ 45 management port: 10/100BASE-T ⚫ ⚫ ⚫

AutoTest profiles ⚫ ⚫ ⚫

Connectivity testing ⚫ ⚫ ⚫

Services tests (DHCP, DNS, ICMP, TCP) ⚫ ⚫ ⚫

Cable wiremap and location ⚫ ⚫

TruePower PoE load testing ⚫ ⚫

Inline VoIP analysis ⚫ ⚫

Cloud service trending and analysis ⚫ ⚫ ⚫

Discovery and analysis Wired Wired & Wi-Fi Wired

User tests (HTTP, FTP, IGMP, RTSP, SMTP) ⚫ ⚫ ⚫

Inline Wired and WiFi Packet capture Wired, Inline Wired, Inline, Wi-Fi Wired

Wired path performance measurement ≤1 Gbps1 ≤1 Gbps1 ≤1 Gbps1, ≤10 Gbps2

Wi-Fi path performance measurement 300/600 Mbps
1

1. When paired with LinkRunner AT 2000 or OneTouch AT

2. When paired with OptiView XG


